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iW Burst Compact
Powercore – high-
output exterior
spotlight with variable
color temperature
iW Burst Compact Powercore

iW Burst Compact Powercore is a high-output, exterior-
rated LED spotlight designed for accent and site lighting. It
combines channels of warm and cool LEDs to offer variable
color temperatures ranging from warm to cool. Standard
and compact format Architectural and Landscape versions
support a range of uplighting, floodlighting, and decorative
lighting applications.Integrated Powercore technology
ensures rapid, efficient and accurate control of power
output to the fixture directly from line voltage, eliminating
the need for external power supplies. Use of standard
wiring dramatically simplifies installation and helps lower
total system cost.

Benefits
• Wide range of color temperatures and brightness
• Versatile light positioning
• Cost-effective, easy to install, and long lifetime



Features
• Variable color temperature ranging from 2700-6500 K
• 14°, 23°, 41°, and asymmetric 10° x 41° spread lenses project a soft-

edge beam; native 8° beam angle offers extended light projection.
• Tilting through a full 180°; Architectural fixtures can also rotate

through a full 360° for precise aiming

• Exchangeable optics and accessories
• Integrated Powercore technology

Application

• Uplighting
• Floodlighting

• Decorative lighting

Specifications

• Type BCP464
• Light source Non-replaceable LED module
• Beam angle 8° primary optic

14°/ 23°/ 41° spread lenses
10 x 41° asymmetric spread lens

• Correlated Color
Temperature

Warm white, 2700 K to cool white,
6500 K

• Operating tempera-
ture range

-40 to +50°C operating
-20 to +50°C start-up

• Driver Separate, to be ordered separately
Via Data Enabler Pro (DMX or
Ehernet)
Mains voltage 100-240 VAC / 50-60
Hz via Data Enabler Pro

• Controls system input Philips full range of controllers,
including Light System Manager and
iPlayer3, or third-party DMX control-
lers

• Optic Symmetrical and asymmetrical with
spread lenses

• Material Housing: high-pressure, die-cast
aluminum, powder-coating finished
Glass: tempered
Mounting bracket: high-pressure, die-
cast aluminum, powder coating
finished

• Color Light grey, black or white
• Maintenance No internal cleaning required
• Installation Screw mounting on surface, a dedi-

cated accessory is available for the
landscape version
Max adjustment from the horizontal:
-180 to +180 º
Max vertical aiming: -180 to +180º
The architectural-mounting version is
delivered with unified power cable of
1.8 m
The landscape-version fixtures feature
a 13 mm NPT threaded post for
mounting to third-party mounting
accessories

• Accessories Spread lenses and trim ring (to hold
each lens on the product)
Honeycomb louver and trim ring (to
hold the louver on the product)
Glare shield 45° and full glare shield

Related products

iW Burst Compact Powercore BCP464

mono spotlight, architectural version.

iW Burst Compact Powercore BCP464

mono spotlight, landscape version.
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Dimensional drawing

BCP464 12xLED-HB-2700-6500 GR ULCE
BCP464 12xLED-HB-2700-6500 HMA GR

Product details

iW Burst Compact Powercore BCP464,

rear view

iW Burst Compact Powercore BCP464,

side view

iW Burst Compact Powercore BCP464,

achitectural and landscape version

General information

Order code Product
family
code

Number of
light
sources

Lamp
family
code

Light
source
replace-
able

Driver
included

Color Dimmable CE
mark

UL
mark

Lifetime to
50% lumi-
nous flux

Lifetime to
70% lumi-
nous flux

910503702058 BCP464 12 LED-HB false false GR Yes CE UL 120000 hr 90000 hr

910503702209 BCP464 12 LED-HB false false BK Yes CE UL 120000 hr 90000 hr

910503702212 BCP464 12 LED-HB false false WH Yes CE UL 120000 hr 90000 hr

910503702057 BCP464 12 LED-HB false false GR Yes CE UL 120000 hr 90000 hr

910503702208 BCP464 12 LED-HB false false BK Yes CE UL 120000 hr 90000 hr

910503702211 BCP464 12 LED-HB false false WH Yes CE UL 120000 hr 90000 hr

General information
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Accessories

ZCX400 100-240V DATA ENABLER
PRO EU
Data enabler Pro

ZCP462 BSP D114 A14
Lens

ZCP462 HC D114
Honeycomb louver

ZCP462 SK D114 GR
Trim ring

ZCP462 GS D114 A45 GR
Glare shield 45º

ZCP462 GS D114 GR
Full glare shield

Accessories

Order code Product family code Description
910503701211 ZCX400 100-240V DATA ENABLER PRO EU Data enabler Pro for EU, 100-240

V

910503701415 ZCP462 BSP D114 A14 Beam spreader glass

910503701416 ZCP462 BSP D114 A23 Beam spreader glass

910503701417 ZCP462 BSP D114 A41 Beam spreader glass

910503701418 ZCP462 BSP D114 A10-41 Beam spreader glass

910503701419 ZCP462 HC D114 Honeycomb louver

910503701420 ZCP462 SK D114 GR Skirt

910503701823 ZCP462 SK D114 BK Skirt

Accessories Accessories

Order code Product family code Description
910503701826 ZCP462 SK D114 WH Skirt

910503701421 ZCP462 GS D114 A45 GR Glare shield

910503701824 ZCP462 GS D114 A45 BK Glare shield

910503701827 ZCP462 GS D114 A45 WH Glare shield

910503701422 ZCP462 GS D114 GR Glare shield

910503701825 ZCP462 GS D114 BK Glare shield

910503701828 ZCP462 GS D114 WH Glare shield
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